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https://ecoflo.com.au/products/toilet-buildings/frp-buildings

ABOUT ECOFLO

Ecoflo is an Australian business located in Brisbane Queensland and
offering complete suite of wastewater management solutions. We can
i tailor buildings to suit your requirements, build to a budget and provide
e alternative finishes and designs as you require. Our toilet systems are
certified to Australian & New Zealand Standard 1546.2.

OURCLIENTS

i [ Palm Oil
Department of Transport and Main Roads L_ J Limited

ﬁ@’ # Queensland Government P =N New Britain ]]" Charles Sturt

A University
"I“"l ""l"ll I"
BRISBANE CITY

%} a) PARKS AND
i o WILDLIFE

Australian Government 1 SERVICE
Department of Defence
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’}"I'l' COMPOSTING TOILET OPTIONS

Our range of modular toilet buildings can be integrated with either traditional ‘flush’
toilets or combined with a wide range of our composting toilets.

Redland, QLD _/

e FEasy to install

WHY CHOOSE OUR WATERLESS TOILETS?

e Certified to AS/NZS 1546.2 standard

® Uses little to no water

e Low maintenance

e |deal for sensitive areas

* Low starting costs, no pump-out costs

* With over 40 years proven track record

Capacity: from 20 to 100 visits per day.

Kazuba Clivus Multrum
Capaci
spacty 12,000 CMH40 - 40,000 | CM14 - 14,000
(visits per year)
Treatment Type Dehydrating Composting

Maintenance
Solids removal

Basket swapping and emptying 3 monthly (depending
on usage)

Compost removal yearly (depends on usage) by shovel.

Excess fluids

By evaporation and in high usage to absorption trench or
pump out

Absorption trench or recirculation/evaporation

Number of pedestals

CM40:1-4 | CM14:1-2

Material/chemical addition
to assist process

No addition of material or chemicals required

Addition of carbon rich bulking agent such as wood
shavings or straw on a regular basis.
No chemicals

ChamberInstallation

Below ground
Pedestal at ground level

Above ground
Height to underside of floor:
CM40 - 1800mm
CM14 - 800mm (partially buried)

Vent system

Passive convection (hot air) and wind driven turbo
ventilator

Wind driven turbo ventilator and/or 5W fan

Running cost
- excluding cleaning

Possible pump out if excess fluids builds up
Labour to swap over baskets and empty: 3 monthly basis

Addition of bulking agent. $50 per year
Labour to remove compost: yearly basis




ECOFLO MODULAR BUILDINGS

We use Fibre Reinforced Polymer (FRP) materials to create high performance modular buildings that are

typically used for toilet facilities. FRP is used in the frame, walls and floors. Clients can choose from on-ground
or elevated options.

B RBD P G

Cost Non-corrosive As strong as steel Termite and High fire Light weight & easy
competitive & rot resistant - Category 4 rated vermin proof resistance stablllsed to manoeuvre

Using FRP’s unique qualities such as high strength to
weight ratio, our buildings are ideal for the harsh
Australian conditions including cyclone affected area. L
Remote installation airlifted to inaccessible area.

Our buildings can be upgraded to withstand Category
C4 (withstand wind loading of 279km/h) so they can be

used in most parts of Australia.

If combined with a solar panel kit and water tank, our
modular toilet buildings with waterless toilet systems
are some of the most sustainable and environmentally

friendly toilet solutions in Australia.




B FLOOR PLAN OPTIONS
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COMPLIANCE:

@ Supplied with professional building and engineering drawings
@ Composting toilet as per AS/NZS 1546.2:2008

T Please note: All plans presented in this brochure are indicative only. For more detailed information, contact us at 1300 138 182.

CUSTOM
SOLUTIONS
AVAILABLE
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BUILDING OPTIONS

A. On-ground

B. _EIevated
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er]rlete ry, WA

M® FEATURE PROJECTS

SEPTEMBER 2018 . JUNE 2018

FOXBAR FALLS BELLS BAY CAMP GROUND
Stanthorpe Shire QLD Kyogle Shire NSW
Challenges: With no sewerage system, campsite Challenges: Previously there were two old pit toilets
owners were keen to reduce their footprint with a that were difficult to access and campers
solution that is easy to transport and assemble. complained of odours.
Solution: Attractive in its looks and appeal, the Solution: The new facilities provide a much improved
Kazuba and building combination were selected amenity for campers and day visitors to the dam,
based on cost and the ease of installation and better environmental outcomes and greater
ongoing maintenance. accessibility.
Building from*: Building from*:
923 Single standard cubicle onground from $6850+GST 904 Double disable building with basement from
Single ambulant onground from $7750+GST $26,447+GST plus cost of ramps




MAY 2021

ks

JUNE 2021

MT COTTON WALKING TRAIL
Redland, QLD

Client: Redland Shire Council

Building from*:
905 Single disabled building with basement from
$24,725+GST plus cost of ramps

TMR (DEPARTMENT OF TRANSPORT
AND MAIN ROADS) PROJECT

Cunningham Highway, QLD

Client: Department of Transport and Main Roads,
QLD Government

Building from*:
903 DAS Disabled, Ambulant and Storeroom with dry
vault, solar and rainwater tank from $58,000+GST.

GATTON BYPASS TRUCK STOP
Gatton, QLD

Client: Department of Transport and Main Roads,
QLD Government

Building from*:

Custom, Left and Right Disabled, 2 x Ambulant and
Storeroom, 2 x CM14 composting toilets with solar
and rainwater. from $144,000+GST.




BB cuSTOM OPTIONS

A. ROOF OPTIONS B. ACCESS POINT

a.Left b.Right c. Front
el ‘

C. MOUDLAR RAMP CONFIGURATION OPTIONS
a.Zig zag b.Straight

S _l,{!:j%} —
N o

ISOMETRIC
DONOT SCALE

Mt Cotton, QLD

D. TANK STAND
Height options:
I TITTIIIEL] e i 2100mm
-".. S The SRs TR ~000m
3900mm
-

1185
D

- e |

Plan view 500L tank stand
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FURNITURE PACKAGES

Stainless steel (S/s) hand basin (11 Litre)
S/s push button pillar tap

S/s mirror

S/s single jumbo roll holder

1xUnisex sign

S/s robe/coat hook

S/s utility shelf

In-use indicator

AS1428 compliant ambulant furniture package list of
inclusions:

e S/s hand basin (11 Litre)

* S/s push button pillar tap

* Ambulant s/s grabrails left hand side (LHS) & right
hand side (RHS)

* S/s double toiletpaper roll holder

e 1xUnisex ambulant sign

e S/s robe/coat hook

e Disabled in-use indicator

AS1428 compliant disable furniture package list of
inclusions:

® S/s handbasin & s/s swivel lever handle tap

e S/s mirror

e Disable s/s grabrail & backrest (client to choose
LHS or RHS options)

S/s paper towel dispenser

S/s robe/coat hook

S/s utility shelf

S/s double toiletpaper roll holder

1xUnisex disable toilet sign in braille

Disabled in-use indicator

Molded fiberglass shower insert
Hot & cold water taps
Low flow shower head

Shower floor waste & P trap assembly
Length of 50mm DMV pipe

Shower rail & curtain

1xUnisex sign

Shower assembly*

Fixing plate for shower assembly

In-use indicator

10



BB BUILDING COLOURS

We only use quality products such as Colorbond steel. It comes in a
range of colours, depending on applications. Colorbond Ultra steel ®
for coastal and industrial environments are also available. COI.rbond

CONTEMPORARY
colour range'

CLASSIC SURFMIST® ©© EVENING HAZE®
SA=0.43.BCA=M

colour range' SA=032.BCA=L

CLASSIC CREAM™ PAPERBARK® SHALE GREY™ DUNE®®© COVE™
SA=0.32.BCA=L SA=042.BCA=M SA=0.43.BCA=M SA=047.BCA=M SA=054.BCA=M

PALE EUCALYPT® WOODLAND GREY® @ WINDSPRAY® O © GULLY™ MANGROVE™
SA=060.BCA=M SA =0.71.BCA =D SA=058.BCA=M SA =063.BCA=D SA=0.64.BCA=D

DEEP OCEAN®© COTTAGE GREEN® WALLABY™ @ JASPER® BASALT™
SA=0.75.BCA=D SA=0.75.BCA=D SA =0.64.BCA=D SA =0.68.BCA=D SA =0.69.BCA=D

MANOR RED® NIGHT SKY® IRONSTONE® TERRAIN® MONUMENT® @
SA=069.BCA=D SA=0.96.BCA=D SA =0.74.BCA =D SA=069.BCA=D SA=0.73.BCA=D

LEGEND
@ Also available in COLORBOND® Ultra steel for coastal and industrial environments. All © Also available in COLORBOND® Stainless steel for severe coastal and industrial environments. Please

other colours are available in COLORBOND® Ultra steel on request, please speak with speak to your supplier for more information regarding availability. For further details on the legend,
your supplier. please refer to the back page.

N E



MM SO|AR SOLUTIONS

Ecoflo offers customised solar packages for
either domestic/residential or commercial
projects to reduce your energy bills and carbon

footprint.

Our range of larger Custom Solar Packages are
ideal for situations where lighting is required in
either the building supplied by Ecoflo or your
own and your composting toilet systems.

Packages start from $407 for a 40W system
which would be suitable to power the extraction
fan for up to 3 days of overcast weather.

Please call us to discuss various options.

B ZERO DISCHARGE SYSTEM

The Zero Discharge System is a ‘closed loop’ system with nil’ fluid discharge to the external
environment. This is an ideal system for sensitive areas where conventional absorption trenches or

evaporation trenches may not be suitable.

How it works:

Excess fluid from the composting chamber drains into a collection well. A pump (optional manual or
electric) then recirculates the liquid back into the tank where it is consumed by bacteria, absorbed
by the material in the tank or evaporated off because of the elevated temperatures.

L
T

/— RETURN HOSE

JiL

“1/
7 L/ Zero
/ P, i
//////// Py / A Discharge
H / / System
// P o ¥
1. FULLY AUTOMATIC
LIQUID DRAIN TO PUMP WELL (SUBMERSIBLE PUMP & FLOAT
SWITCH)

2. MANUAL

12 —
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QLD 4014

Place Virginia ( .
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