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SELF-CONTAINED WATERLESS TOILET SYSTEMS
COMPOSTING

Self-contained toilets are all-in-one units that do not require 
underfloor clearance. Perfect for tiny houses built on concrete 
slabs, camper vans and boat homes.

The solids chamber is positioned within the pedestal, hence 
the name “self-contained”. There are models with the option 
to divert the urine away to an internal chamber or external 
location if desired (see other side of flyer).

Not all self-contained toilets are composting toilets, 
particularly the small ones with urine diversion. As they usually 
would have small solids chambers that would need to be 
emptied more frequently compared to larger toilets, not 
allowing enough time for the waste to completely compost 
between emptying intervals.

NL3 SCHEMATICS

Nature Loo NL3 Ecolet 25A / 65A

•	 A batch composting system
•	 Like the CM LP, when one chamber becomes full, set it aside to 

finish composting and replace it with an empty chamber

•	 A continuous composting system
•	 Automatic built-in mixers gradually sifts the pile down into the 

compost tray for collection when ready
•	 Adjustable heaters to accelerate the composting process

Chamber Screen Optional extra (pre-installed) 

Dimensions 620L x 395W x 500H mm 25A: 710L x 550W x 650H mm
65A: 810L x 650W x 660H mm

Chamber Volume 3x 32L 25A: 50L
65A: 72L

Capacity Up to 2 people 25A: Up to 3 people
65A: Up to 4 people

Power 12V 5W Fan

Built-in 240V fan
Fully automatic: 355W
Element: 305W
Motor: 50W

Approx. Emptying 
Intervals 2 Users Swap the chambers about every 3-6 months or once full The general rule is to empty the tray when the compost pile 

reaches the upper mixing arm, or every 12 weeks.

Starter Pack Bulking agent, microbes, enzymes with spray bottle Bulking agent, microbes, enzymes with spray bottle

Incl. Vent Piping A vent pipe kit can be purchased separately Vent pipe kit included
An optional wall kit is available to purchase separately

Incl. Drain Kit Hose included; leachate drain kit can be purchased separately Optional: Liquid indicator hose can be converted into a drain hose
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Urine-diverting toilets have a special urine basin at the front of the toilet bowl, which catches and diverts the urine. 
There are two main types of urine diversion toilet models - Container and Extraction.

Separett Tiny Separett Villa Ecolet Mini

Models

LED display indicator for emptying the 
urine bottle

Ventilation pipe goes straight out the top 
of the unit

Modern, glossy porcelain-like appearance 
without the heavy weight of porcelain

Dimensions 497 x 398 x 470 mm 672 x 456 x 541 mm 500 x 400 x 500 mm

Volume Solids: 7.5L
Liquids chamber (Extraction model): 14.5L Solids chamber: 2x 23L Solids chamber: 2x 15L

Liquids chamber (Extraction model): 8L

Capacity Up to 2 people Up to 2 people Up to 2 people

Chamber Screen   

Power 12V Built-in Fan 12V Built-in Fan 12V Built-in Fan

Material Recyclable high-gloss polypropylene Recyclable high-gloss polypropylene Recyclable high-gloss polypropylene

Approx. Emptying 
Interval 2 Users

Solids: Monthly
Liquids: When full

Solids: Every 6 weeks
Liquids: When full

Solids: Monthly
Liquids: When full

Starter Pack

•	 Compostable bags
•	 Bio drain cleaner
•	 Absorb pad
•	 125ml Nature Flush enzymes with spray 

bottle

•	 Compostable bags
•	 Bio drain cleaner
•	 Absorb pad
•	 125ml Nature Flush enzymes with spray 

bottle

•	 Compostable bags
•	 125ml Nature Flush enzymes with spray 

bottle

Incl. Vent Piping    Optional Wall Kit available

SELF-CONTAINED WATERLESS TOILET SYSTEMS
URINE DIVERSION

ExtractionExtraction Extraction ContainerContainer

Urine can be emptied into another toilet or at a dump point, or diluted and used as a fertiliser. 
Solid waste could either go directly into the solids chamber or into a bio bag to be easily 
removed and disposed of.

Depending on environmental conditions, waste needs around 3-6 months to compost. If you’re 
interested in turning waste from your self-contained toilet into a fertiliser, we recommend 
emptying the solids chamber into an external chamber to set aside and finish composting.

Urine Extraction

With Extraction models, the 
urine is drained away to an 
external location such as a 
liquids tank or absorption 
trench.

Urine Container

With Container models, 
the urine is drained into an 
internal liquids tank.
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